
Material Pattern Mode Pulse Width (us) Frequency (kHz) Dotting Time (us) Precision Speed (mm/s) Mode Engraving Passes

Eucalyptus Leaf Bitmap 1 30 400 500 \ Dither 1

Bitmap 1 30 200 800 \ Dither 1

Vector 1 30 \ \ 20 \ 1

Bitmap 1 30 100 800 \ Dither 1

Vector 1 30 \ \ 300 \ 1

Bitmap 1 30 700 700 \ Dither 1

Vector 1 30 \ \ 50 \ 1

Bitmap 1 30 700 700 \ Dither 1

Vector 1 30 \ \ 30 \ 1

Bitmap 1 30 660 500 \ Dither 1

Vector 1 30 \ \ 100 \ 1

Bitmap 1 30 200 800 \ Dither 1

Vector 1 30 \ \ 100 \ 1

Bitmap 1 30 500 800 \ Dither 1

Vector 1 30 \ \ 10 \ 1

Bitmap 1 30 400 500 \ Dither 1

Vector 1 30 \ \ 100 \ 1

Cutting 1 30 \ \ 10 \ 1

Bitmap 1 30 500 800 \ Dither 1

Vector 1 30 \ \ 10 \ 1

Rust Removal 1 30 \ \ 2000 \ 10

Bitmap 1 30 1000 800 \ Dither 1

Vector 1 30 \ \ 1500 \ 1

Silver Aluminum Bitmap 1 30 500 500 \ Dither 1

Bitmap 1 30 500 800 \ Dither 1

Vector 1 30 \ \ 20 \ 1

Copper

Stainless Steel

Note: The above parameters are based on tests conducted 
under laboratory conditions and are provided for reference 
only. 
Parameters may vary depending on the material being used.

Black Acrylic

Transparent Acrylic

Slate

Leather

Iron

Flat Surface Engraving

Black Aluminum 
Oxide

Black Paper

Basswood Plywood

Paulownia Wood


